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ON DEEPER INSTALLATIONS, RISERS MUST 
BE USED TO EXTEND ALL MOUNTING 
CASTINGS TO GRADE.

DEPTH OF THE PUMP STATION INLET 
INVERT IS ADJUSTABLE FROM 28 TO 34 
INCHES BELOW GRADE WHEN USING A 
STANDARD 4" DIAMETER EFFLUENT LINE.
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WHEN ADDITIONAL HOLDING CAPACITY 
IS REQUIRED, RING SECTIONS CAN BE 
ADDED TO INCREASE THE DEPTH OF 
THE PUMP BASIN.

DEPTH OF THE PUMP STATION OUTLET 
INVERT IS ADJUSTABLE FROM 5 TO 9 
INCHES OR FROM 26 TO 34 INCHES
BELOW GRADE WHEN USING A STANDARD
1-1/4" DIAMETER EFFLUENT DISCHARGE.
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1 SIMPLEX PUMP AND SINGULAIR 
AERATOR CONTROLS ARE REMOTELY 
LOCATED AND REQUIRE SEPARATE 
CIRCUIT BREAKERS.

GENERAL NOTES:

OTHER PUMP STATION APPLICATIONS 
INCLUDE EFFLUENT LIFT, SAND FILTER 
AND MOUND SYSTEM DOSING, 
PRESSURE DOSING, SPRAY / DRIP 
IRRIGATION, ETC.
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